
ACM4520 Automatic Calibration Module*

631 E New York Street  |  Indianapolis, IN  |  46202
www.coppermountaintech.com

US Office: +1.317.222.5400
Singapore Office: +65.6323.6546

Latin America Office: +1.954.706.5920

* These are preliminary specifications for the ACM.
[1] All specifications subject to change without notice. 
Rev. 2018Q4

Impedance 50 Ohm
Number of ports 4
Frequency range 100 kHz to 20 GHz

Measurement Range 1

100 kHz to 10 MHz
Directivity 40 dB

Source match 30 dB
Load match 40 dB

Reflection tracking 0.05 dB
Transmission tracking 0.1 dB

10 MHz to 4 GHz
Directivity 46 dB

Source match 40 dB
Load match 46 dB

Reflection tracking 0.04 dB
Transmission tracking 0.06 dB

4 GHz to 20 GHz
Directivity 40 dB

Source match 36 dB
Load match 40 dB

Reflection tracking 0.05 dB
Transmission tracking 0.1 dB

Effective System Data1

Type N
Length 110 mm
Width 89 mm
Height 27 mm
Weight 0.9 kg

Type 3.5
Length 98 mm
Width 89 mm
Height 27 mm
Weight 0.8 kg

Dimensions 1


